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1. SAFETY INFORMATION

In order to ensure a safety use of the generator please follow the next safety instructions: 

1. Check the outside of the generator in order to detect any apparent trouble.

2. Check the screws and nuts, they could loosen because of the equipment
vibration.

3. The temperature range to use this equipment is between+ 5 ° C and 40 ° C.

4. The use of good quality oil and diesel is a must.

5. All elements must be cleaned regularly.

6. Storage should be in a dry place. Frost damage permanently your group.

Drain your machine completely before storing in a dry and warm place.

7. The air filter must be checked and cleaned regularly.

8. Make sure all filters are cleaned regularly.

9. Exhaust fumes contain carbon monoxide. This gas is odorless and colorless
and is very dangerous. NEVER USE THE EQUIPMENT IN A CLOSED OR POORLY
VENTILATED AREA.

10. The exhaust temperature is high during equipment's use and remains hot

even after turning off the generator. Be careful not to touch the hot exhaust

and wait for the machine to cool before moving it.

11. The repairs of the generator should be done by qualified and authorized

personnel for this purpose.

12. Do not smoke or allow flames or sparks during operation of the generator

or during filling the fuel tank. Do not store the generator near flammable
material to avoid danger of explosion.

13. Store the generator in a well ventilated area.

14. Never place the generator in an inclined or vertical position to prevent fuel

leakage and damage to equipment.
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The warranty is automatically voided if the process 

described to start and stop the group is not followed. 

Not following the process described can damage 

the equipment. 

ALWAYS control the level of oil and fuel as well as 

its maintenance before each use. 
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6.0 kVA / 7.5kVA
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1. LED6 display
2. Start key
3. Emergency stop
4. Transfer switch
5. Breaker
6. AUTO socket
7. ATS socket
8. Pre-heater button
9. Earth terminal
10. 400V 16A socket 
11. 230V 32A socket 
12. 230V 16A socket 
13. Overload protector
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8  Oil drain
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